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SECTIONS SHOWN ARE FOR INSTALLATIONS ON RIGHT
SHOULDER AND IN GORE. PLATE SLOT BEVELS ARE
OPPOSITE HAND FROM THAT SHOWN FOR INSTALLATION 10 10
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S3 X 5.7 " ol 3" 7 1/2" 3/4" |1 172" |3/74" 6" 5/8" [3/16"B 7/16"|2 1/4"|1 1/87|2 3/87|1 172" 7/16" |1 /2" 174" | 9/16" | 172" 9 &) RS I
172_ DIA.X 2 172 G z g G ,, 7 7 - 2
S4 X 9.5 10 FT.-LB. TORQUE[3 1727 7 172 3/4 2 3/4 6 5/8"[1/4" B 7/16"2 174”1 178”2 37471 1/2"] 5/8" [1/2"|5/16"] 916" | 1,2 STUB OF BREAKAWAY SUPPORT Tk
S6 X 12.5 4 172" 10" 1 1/8"|2 1/4"|374"] 8 1,27 | 374" |5/16"f4 378" |2 172”1 1/4”7]3 3/8"] 2" |11/16”|5/8"| 378" [9/16" | 1,2 - 9
5/8" DIA. X 3" 7 7 7 7 - z 7 7 7 7 Y Y PP 7 7 7 GROUND LINE z
S6 X 17.5 >4 FT.-LB. ToRQUELA_172 10 1 1/8"2 174" 3747 8 1,2 | 374" |5/16")4 37872 17271 1/47|3 ss87] 2" |13/16”|5/8"| 378" [11/167] 5/8 |~ = - 1 5
S8 X 18.4 5" 12" 1 1s8"|2 3747|3747 10 172" | 374" |5/16")4 3/87 ]2 1/27]1 /a7 a4 |2 14" 787 |ss8 |7 /16 13167 34" 47 MAX'T 8 o
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W10 X 22.0 38 FT.-LB. TORQUEIL_7 1'-3 11/2 4 778”1 -1 174 1" |s/16 6 3 1 1/2"|5 374”3 374" 1 7/8"[3/8" |15/16" 7/8 # F $=: 3
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6" DIA. s10. PIPE |3, 8- PINX 3 e oo 1 121 14| 5" |18 s 34" 1" |5/16” e R
8” DIA. STD. PIPE 9 12" 17-2" |1 1/4" 7" frs8|1'-0 1747 1" |5/16” BREAKAWAY SUPPORT STUB s © ,
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GENERAL NOTES: ANZ B
1. CONFORM TO THE LATEST EDITION OF AASHTO STANDARD SPECIFICATION M o <
FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC SIGNALS. J —4 ¢ o s «
K 2 =
2. FABRICATE BASE, SLIP AND FUSE PLATES FROM STEEL MEETING THE REQUIREMENTS Lk L PLATE THICKNESS T, B % < £\ |0
SPECIFIED FOR THE SIGN POST TO WHICH THEY ARE ATTACHED EXCEPT WHERE PIPE \ \ = z 5 ly
POST ARE USED. IN WHICH CASE CONFORM TO THE REQUIREMENTS OF ASTM A 36. : : 5 c o 12, \E
T W
3. USE STRUCTURAL STEEL THAT IS STRUCTURAL CARBON STEEL CONFORMING TO i _ I SEE DRACKET N N
THE FOLLOWING ASTM DESIGNATIONS: STANDARD PIPE 3”-8” DIA. ASTM A 53 GRADE B. — STD DWG SN 12C g |22 |5
W AND S SHAPES ASTM A 36. T L o |4z |
Ll o — - — B [id oc |16
4. USE BOLTS. NUTS AND WASHERS CONFORMING TO ASTM A 325 DIRECT-TENSION ——— 1T
AND CADMIUM ELECTRO PLATING CONFORMING TO ASTM A 165 NS. INDICATOR WASHERS ﬁ | ﬂ y
3 ] 1 ( ) ( ) El!
=z —|
5. WELD TO THE REQUIREMENTS OF THE AASHTO STANDARD SPECIFICATION FOR | \ | l
WELDING OF STRUCTURAL STEEL HIGHWAY BRIDGES. N PLACE SLOTTED FUSE ] B =z
PLATE ON FACE OF POST IR T 0o
6. SAW CUTTING ALL PLATE CUTS IS PREFERRED. FLAME CUTTING WILL BE PERMITTED - h SLOTS DOWNWARD. ¢ — —=—& POsST cutT L —
PROVIDED ALL EDGES ARE GROUND. METAL PROJECTING BEYOND THE PLATE B pOST REAR PLATE —
FACE WILL NOT BE TOLERATED. 178 PLATE " SEE_FRICTION <
(DIA. OF PIPE +1/4 POST — FUSE PLATE pa
7. GALVANIZE ALL STRUCTURAL STEEL AFTER FABRICATION IN CONFORMANCE HOLE DIA.=D USE H.S. BOLTS DETAIL D—lm
TO AASHTO M 111 (ASTM A 123). W/HEX HEAD ANDI NUT. ONE o
FLAT WASHER UNDER EACH SEE DETAIL “A” IT—= w
8. TIGHTEN HIGH STRENGTH BOLTS IN THE BASE CONNECTION ONLY TO THE TORQUE BOLT HEAD AND DIRECT-TENSION Z|_<|: 3
LIMITS SHOWN IN THE TABLE. DO NOT OVER TIGHTEN. H.S. BOLTS INDICATOR WASHER — =
- UNDER NUTS. SIDE VIEW av =
9. TIGHTEN ALL HIGH STRENGTH FRICTION FUSE BOLTS IN THE SHOP. USE DIRECT-TENSION ZZ% ©
INDICATOR WASHERS TQ TIGHTEN THE BOLTS. SEE STANDARD SPECIFICATION " = Z
SECTION 05120. @ ﬁm M{@ 17 DIA HOLE FACE PLATE S =
In o «
10. MOUNT ALL SIGNS DESIGNATED FOR MOUNTING WITH BREAKAWAY BASES ON l 0:% =
UNDIVIDED HIGHWAYS OR ON DIVIDED HIGHWAYS OF LESS THAN FOUR LANES WITH 1 1 a
BREAKAWAYS PLATES PARALLEL TO THE BASE PLATES. FLAT WASHERS FUSE PLATE DETAIL O C
N (SEE TABLE FOR DIMENSIONS) wn o
<T
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